
HR Digaron-W  
70mm f/5.6 Tilt
Rodenstock Normal XT lens

Intimate Perspective. Maximum Depth of Field.
For Landscape & Cityscape photographers, the Phase One XT 5° Tilt panel allows for 
greater depth of field control, utalizing the large image circle of the Rodenstock HR 
Digaron-W 70mm Lens. The additional depth of field control, coupled with the 12mm 
shift capabilities of the XT Camera, provides consistent and diffraction free focus from 
foreground to infinity, all in one shot.
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Specifications

Aperture range f/5.6 - f/22

Angle of view 70°

Image Circle 100 mm

Focusing system Ultra fine manual focus

Diaphragm Automatic

Filter 58 mm

Shutter Speeds 1/1000 - 1s      (X-Shutter)
1/4000-60m  (IQ4 Electronic Shutter)

Tilt Value +/- 5°

Dimensions 107x107x80 mm / 4.21 x 4.21 x 3.15 in

Weight 750g / 1.65lb

Equivalent to 35mm 45mm

Focus range

Min. focus distance 80cm / 2.6ft

Compatibility

Mount XT Mount

Supported systems XT Camera

Recommended Working Aperture 5.6-8

XT  Rodenstock
HR Digaron-W 70mm f/5.6 Tilt
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